
 

SCOP Strong & Clear 

EXTRA BRIGHT AND EXTRA STRONG LPDE  

 

DESCRIPTION 
Thickness reduction is achievable from 20% up to 35%. SCOP film is made of a blend of the most 

modern mLLPDE and LPDE granules, which , has a positive effect on the strenght of the film. By 

producing the blend on modern extruders SCOP is very bright and clear.  

SCOP film and –packaging is particularly appropriate for 

presentationpackaging. 

 

SCOP is printable in up to 10 colors full color. 

  

ADVANTAGE/ PROPERTIES 
Material: 

 A blend of the most modern mLLDPE and LDPE granules 

 

Thickness reduction:   

 From 20% up to 35%, totally depending of the application 

 Pillowbags: previously 80mu LDPE, now 60mu SCOP 

 Mailing envelopes: previously 50mu, now 35mu SCOP 

 

Visual: 

 Glossy surface 

 Very clear 

 Comparable with polypropylene 

 

Sealing properties: 

 SCOP has got a wide sealing range and seals a perfect bottom, 

back and corner. SCOP has got a lower temperature and a higher 

sealing speed than traditional LDPE 

 Packaging costs will be firmly reduced 

 

Size reach: 

 From 10cm up to 440cm flat tube film 

 From 16cm up to 440cm plano film and up tp 1000cm folded 

 

Thickness:  

 From 15mu up to 200mu 

 Thickness determines the clarity for a great part 

 

Price: 

 Eventhough the price for this blend is higher, the price of your final 

product is lower. 

 

APPLICATIONS: 
 Bags for display packaging 

 Automotive film for fill- and sealingmachines 

 Printed films 

 Substitute of polypropylene 

 Presentation packaging in the mono-shrinkmarket 

 



 

 

 

   DATA-SHEET: 

 
 

CHARACTERISTICS 

 

 

TEST METHOD 

 

UNIT 

 

Reference PE 50 

mu 

 

SCOP 

50 mu 

Yield    MD 

                                      TD         

ASTM D882 N/mm2 15 

15 

12 

12 

Strain at break  MD 

                                       TD 

ASTM D882 % 421 

609 

549 

631 

Tensile strength             MD 

                                       TD 

ASTM D882 N/mm2 31 

28 

40 

42 

Tear resistance           MD 

                                       TD 

Elmendorf mN/μm 57 

80 

56 

163 

VEM power (puncture 

resistance) 

DIN 53443 N 96 161 

 

TOLERANCES AND PROPERTIES 

 

Thickness : average = nominal +/-5% 

Width : average = nominal +/-2mm 

Printing: up to 10 colours, screen 48 to max. screen 54 and/or HD flexo, surface of 

reverse 

Reel winding : edge trimmed flat roll 

 
        Before using, the customer must test this film for their specific purpose and equipment. 

 
                                                            

 All technical data given here are approximated and only intend to provide you with general guidance for using this film, so it cannot be considered binding. Customer is 
responsible for determining whether products and the information in this document are appropriate for customer ‘s use and for ensuring that customer ‘s workplace and 
disposal practices are in compliance with applicable laws and other governmental enactments. No freedom from any patent owned by Oerlemans Packaging and his affiliates or 
others is to be inferred. Oerlemans Packaging and his affiliates shall not be liable for any loss, damage or injury that may occur from the use of this information. 

 


