
Technopack 
 

HEAVY DUTY PACKAGING FILM 
 

 

DESCRIPTION:  
 

White colored coex-film with a high quality blend, especially developed for packaging of 

heavy duty materials. TECHNOPACK is also appropriate for working on the fastest packaging 

lines for flat- or tubefilm. The excellent sealability ensures optimal use of your 

sealcapacity. 

 

TECHNOPAK is very strong and has a high puncture resistance compared to 

normal PE film, with maintenance of the tear resistance! 

The strength that is needed to stretch the film is twice as high as for the 

traditional PE films. 

This material therefore offers possibilities to reduce thickness if you are using a 

normal PE film at this moment. 

 

Technopack is printable to a maximum of 10 colours full colour. 

 

ADVANTAGES/ PROPERTIES:  
strength: 

 Very strong and a high puncture resistance 

 High tear resistance 

 Very stiff 

 

Machineability:  

 Appropriate for PE flatfilm and tubefilm FFS lines 

 Wide sealrange 

 High sealstrength 

 Good hottack for a high linespeed 

 

Material properties: 

 High temperature resistance 

 High fat barrier 

 High aroma barrier 

 Great gloss – high quality effect 

 

Cost reduction: 

 Reduction of thickness possible compared to normal PE-film up to 

approximately 20% 

 Less environmental 

 

APPLICATIONS:  
 FFS- automaticfilm for both flatfilm- and tubefilm machines 

 Ready to use bags in every desired design 

 Appropriate for heavy industrial products 

 Appropriate as a basis for paperlook packaging 

 Printable up to 10 colours full colour 

 

DATASHEET: 100mu quality PTO 

 

 



 

DATA-SHEET: 
 

 

PROPERTIES 

 

 

TEST METHOD 

 

UNIT 

 

Reference PE 

100mu 

 

TECHNOPACK 

W10-100 

Yield                              MD 

                                       TD 

ASTM D882 N/mm2 15 

15 

19 

19 

Elasticity                        MD 

                                       TD 

ASTM D882 N/mm2 358 

427 

630 

650 

Elonggation at break  MD 

                                       TD 

ASTM D882 % 482 

651 

600 

650 

Force at break             MD 

                                       TD 

ASTM D882 N/mm2 30 

29 

42 

40 

Tear resistance             MD 

                                       TD 

Elmendorf mN/μm 21 

119 

40 

100 

VEM force DIN 53443 N 190 230 

COF DIN 53375   0.4 
 

TOLERANCES AND PROPERTIES 

 

Thickness: average = nominal +/-5% 

Width: average = nominal +/-2mm 

Printing: up to 10 colours, screen 48 to max. screen 54 and/or HD flexo, surface of 

reverse 

Reel winding: edge trimmed flat roll 

 

Before using, the customer must test this film for their specific purpose and equipment. 

 

All technical data given here are approximated and only intend to provide you with 

general guidance for using this film, so it cannot be considered binding. Customer is 

responsible for determining whether products and the information in this document 

are appropriate for customer ‘s use and for ensuring that customer ‘s workplace and 

disposal practices are in compliance with applicable laws and other governmental 

enactments. No freedom from any patent owned by Oerlemans Packaging and his 

affiliates or others is to be inferred. Oerlemans Packaging and his affiliates shall not 

be liable for any loss, damage or injury that may occur from the use of this 

information. 

 

 


